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Dimensions are nominal measurements only.

Specification Sheet

Roca In-Wash® Inspira Rimless Back to Wall Pan (4 Star)

TM

WMKA02321
AS 1172

The more 
stars the more 
water efficient

WATER RATING
www.waterrating.gov.au

In accordance with AS/NZS 6400

Licence No. 0137
Roca Sanitario S.A.

4.5 L per full flush / 3 L per half flush

3.3 litres 
average flush

SPECIFICATIONS

Recommended Use Domestic, Hotel & Commercial

Material Vitreous China

Colour White

Weight 40 kg

Water Inlet Position Bottom Inlet

Pan Fixing Bolted to wall

Toilet Seat Soft Close Seat

Rim Configuration Rimless

Outlet Type Univerasl S & P

S Trap Setout 100 - 150mm

P Trap Setout 180mm

In-Wall Cistern 
(sold seperately)

• 9503671 Hideaway+ Inwall 
Cistern Back to Wall (4 Star)
• 1842013 Geberit Sigma 8 Cistern 
Back to Wall (4 Star)

WARRANTY

Warranty - Domestic Use 10Years

Seat - Domestic Use 2 Years

Spare Parts & Labour 12 Months

Please refer to Warranty Page for full Terms and Conditions

NOTE: Rain water or grey water is not suitable to operate this 
equipment. The In-Wash® shower toilet may only be operated with 
normal drinking water.


