To ensure that your installation proceeds smoothly,

please read this instructions carefully before you begin. /4Wleflcal/l« Sml/ldafd
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FFAS5639-591500ZR0
STUDIO/SAGA CAST SINK MIXER CHROME (4*)
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Parts List

No. PartName Q’ty
1 Handle 1
2 Handle Screw 1
3 Index 1
4 Bushing 1
5 Cartridge Cap 1
6 Cartridge Screw 3
7 Cartridge 1
8 Locking Screw 2
9 Adapter 1
10 O-Ring 3
11 Ring 2
12  O-Ring 1
13  Manifold 1
14  Ring 1
15  Spout 1
16 Aerator 1
17 Install Ring 1
18 Packing 1
19  Set Packing 1
20 Holding Plate 1
21 Washer 1
22 Plate 1
23 Bolt 1
24 Locking Nut 1
25  Flexible Hose (Red) 1
26  Flexible Hose (Blue) 1
27  L-Wrench 1
Notice
*Remove all impurity in pipes before beginning to avoid clogging. Connect faucet pipes correctly.
* Check installation distances in the Dimension diagram to ensure correct installation.
*When in the process of installation, Please grab the body. Do not grab handle only.
Conditions for use
* Recommended water pressure condition: 0.1~0.5Mpa.
* Environment Temperature:1~55C
* Water temperature: 4 ~90°C, Recommended hot water temperature 55°C ~ 65°C
* Steam is not allowed to use.
* The cold and hot water pipes must not be reserved.
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