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Cut the wings of the wall anchor (19) at the elbow joint

elbow (4) together with dress ring (3) onto threaded nipple(1)

Ensure that check valve (5), flow regulated check valve (6) and 
circlip (7) are in position in wall elbow(4). Fit rubber washer (8)
into hexagon fitting on shower hose (13), screw onto wall elbow (4)

Fit shower head (9) into shower bracket (12). Handshower holder
shower hose (13), screw onto shower head (9) and tighten. 
and tighten. Fit rubber washer (10) into plain end fitting (11) on

Remove caps (16), install cover plates (18) in correct orientation.

assemble into the wall anchor (19) with attaching rail  assembly (14)  
to the wall.

Drill holes 8.00mm diameter, 50mm deep.

Fit ‘o’ ring(2) into groove in base of dress ring(3). Screw wall

(Fig.1) using scissors or a sharp knife.
Squeeze the cut wings of the wall anchor (19) together
and insert into the drilled hole, ensuring the back face of
the head is flush with the wall surface.

Squeeze the wings of the wall anchor (19) together and
insert into the drilled hole, ensuring the back face of
the head is flush with the wall surface.

for solid wall only

IS8237A(08/11)

Static inlet pressure range : 150- 1000 kPa
New Regulation:-  500 kPa maximum static pressure

Fit soap dish (15) onto shower rail (14) before attaching to wall.

Pass the screw (17) through hole in mounting base(18) and 

angle of inclination is adjustable by click stop device.


