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 SPECIAL REQUIREMENTS:

809455PVB-B13S

MOTOR FITTED WITH INTERNAL AUTO RESET
OVERLOAD AND MAY RESTART WITHOUT WARNING
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 RED SLEEVING
 (ORANGE LEAD)

 DETAIL 'A'

DETAIL 'A'
SLOT DETAILS
enlarged view

 CONNECTION LABEL
 393-558-02

 SPADE TERM.
 BROWN, BLUE, BLACK.
 ORANGE, WHITE, GREEN/YELLOW

1)_CRADLE TO BE 2.5mm. THICK MATERIAL.
2)_ENSURE RED SLEEVING IS FITTED TO ORANGE LEAD.
3)_RATING LABEL DATA AS PER CUSTOMER REQUIREMENTS (REFER 305-731-00)

TAB ON D.E. OF CRADLE TO ENGAUGE WITH SLOT
IN RESILIENT MOUNTING RING

MOTOR FITTED WITH INTERNAL AUTO RESET
OVERLOAD AND MAY RESTART WITHOUT WARNING
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 SPECIAL REQUIREMENTS:
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FINAL INSPECTED MOTORS MUST COMPLY WITH ELECTRIC MOTOR VIBRATION SPECIFICATION (ES049)

V 18FASCO MOTORS MAY PROVIDE TECHNICAL ASSISTANCE TO OUR CUSTOMERS IN MANY AREAS. HOWEVER, SINCE FASCO MOTOR IS NOT AWARE OF ALL DATA CONCERNING  THE USE AND
 APPLICATION OF THIS MOTOR, THE FITNESS OF THE MOTOR FOR THE APPLICATION MUST BE DETERMINED BY AND IS THE RESPONSIBILITY OF THE CUSTOMER.
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   UNLESS OTHERWISE SPECIFIED :
         DIMENSIONS ARE IN MM.
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     DECIMALS                   ANGULAR
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THIS DRAWING REMAINS THE PROPERTY OF FASCO
MOTORS AND MAY NOT BE USED, COPIED OR ISSUED
WITHOUT WRITTEN PERMISSION FROM FASCO MOTORS
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