DURA EAGLE

BRASS LINE STRAINER TESTED

15mm - 50mm

SPECIFICATIONS

Recommended use

Water, Neutral non-adhesive fluids

Temperature Range

-10°C to +110°C

Working Pressure

PN20 / 2000 kPa

Standards AS3688

Watermark WM-002792
Warranty 12 Months

Threads Rp Series AS /1SO 7.1
Mesh Size 1000 microns

PHYSICAL SPECIFICATIONS

1 Body DR Brass
2 Filter Stainless Steel
3 Washer Fibre
4 Bonnet DR Brass
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Product Product Description Size H B (o]
Code

DN mm mm mm
9502860 DURA BRASS LINE STRAINER TESTED 15MM 15 40.5 69 15
9502861 DURA BRASS LINE STRAINER TESTED 20MM 20 47 82 20
9502862 DURA BRASS LINE STRAINER TESTED 25MM 25 53.5 94 23.5
9502863 DURA BRASS LINE STRAINER TESTED 32MM 32 67.5 112 30
9502864 DURA BRASS LINE STRAINER TESTED 40MM 40 75 120 38.5
9502865 DURA BRASS LINE STRAINER TESTED 50MM 50 90 145 47

W Disclaimer: Products in this specification manual must by regulation be installed by licensed and registered trade people.

AS3688
WM-002792

The manufacturer/distributor reserves the right to vary specifications or delete models from their range without prior
notification. Dimensions and set-outs listed are correct at time of publication however the manufacturer/distributor takes
no responsibility for printing errors. Dimensions shown are nominal sizes only.
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DURA EAGLE
BRASS LINE STRAINER TESTED

15mm - 50mm

STRAINER BASKET DIMENSIONS D

Product Code Size DN D H
(mm) mm mm

9502860 15 18 30
9502861 20 25 35.5
9502862 25 28 40
9502863 32 35 50.5
9502864 40 44 53.5
9502865 50 52 64

STRAINER MESH SIZE

W Disclaimer: Products in this specification manual must by regulation be installed by licensed and registered trade people.
The manufacturer/distributor reserves the right to vary specifications or delete models from their range without prior A
AS3688 notification. Dimensions and set-outs listed are correct at time of publication however the manufacturer/distributor takes
WM-002792 no responsibility for printing errors. Dimensions shown are nominal sizes only.




