
Don’t risk it, use a licensed plumber.™

Disclaimer: Products in this specification manual must by regulation be installed by licensed and registered trade 
people. The manufacturer/distributor reserves the right to vary specifications or delete models from their range without 
prior notification. Dimensions are nominal measurements only. Dimensions and set-outs listed are correct at time of 
publication however the manufacturer/distributor takes no responsibility for printing errors.  

Published 01/03/2021

Specification Sheet

SPECIFICATIONS
Recommended Use Ideal for customers looking for a premium filtration experience. 

To  be used in mains/potable water only. Can be used in 
residential and commercial applications.

Product Type Undersink Filter

Micron Rating 5.0

Removes Chlorine, Taste & Odour, Sediment

Water Pressure Miniumum: 250 kPa

Maximum: 500 kPa

Water Flow <7.5 Litres Per Minute

Temperature Range 4-40° C

Installation Retrofit to an existing mixer tap (cold only)

Mounting Options Horizontal or Vertical

Cartridge Lifespan 6-12 months (depending on water quality variables)

Cartridge Replacement Twist on/off

Kit Components 5.0 Micron Filter Cartridge, Filter Head, Filter Bracket, S/
S Braided Hose, Dual Check Valve, 3/8” x 1/2” Bush

Warranty (Kit Only) 7 Year System Warranty - Residential Warranty

12 Month Head Warranty

BWT Professional Plus Series Inline Water Filter 
5.0 Micron

DIMENSIONS
Product Code Product Description Model Number Height (mm) Width (mm)

1910998 BWT Inline Water Filter Kit 5.0 Micron BWTPP-FS-500 380 120

1910999 BWT Inline Water Filter Cartridge 5.0 Micron BWTPP-RC-500 380 120
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