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Part number

Description

MD33A5ER00

Mastercella, M/T three output controller, 230V

Connected

NTCO030HPO3

Carel NTC Sensor, 3m

[
NOT Connected

+0300038EN

EVD Ice user manual

-

Drawn by: BF Date: 01/03/2018

+030220441

IR33 Platform user manual

Normally Open contact

S

Checked by: PV Date: 08/03/2018

Drawing: MD33A_MT_2x_CH_CaberoPRO

Normally Closed contact

Rev: 2.0




PARAMETERS

St = Set point

rd = Differential

A0 = Alarm differential

Al = Alarm type (O = relative,
1 = absolute)

AL = Low alarm threshold

AH = High alarm threshold

Ad = Alarm delay (mins)

H1 = 0 Aux config
(R4 de energises on alarm -

failsafe)

SETPOINT St
I ] ] ON
LO R1 HI
Alarm Alarm
Y Y Y
— — — a— OFF
A0 Diff rd A0
AL AH
Part number Description
( A R E L MD33A5ER00 Mastercella, M/T three output controller, 230V C°”’|‘e°‘9d
[
- NTCO30HPO3 Carel NTC Sensor, 3m
Phone 02-8762 9200 NOT Connected
Email cst.au@carel.com +0300038EN EVD Ice user manual — —
Normally Open contact
Drawn by: BF Date: 01/03/2018 +030220441 IR33 Platform user manual A
Checked by: PV Date: 08/03/2018 | Drawing: MD33A_MT_2x_CH_CaberoPRO Rev: 2.0 |Normally Closed contact




	Slide 1
	Slide 2

