
Disclaimer: Products in this specification manual must by regulation be installed by licensed and 
registered trade people. The manufacturer/distributor reserves the right to vary specifications or 
delete models from their range without prior notification. Dimensions are nominal measurements 
only. Dimensions and set-outs listed are correct at time of publication however the manufacturer/
distributor takes no responsibility for printing errors.

Specification Sheet

SPECIFICATIONS

Recommended Use Domestic, Hotel & Commercial 

Material Sanitary Grade Acrylic

Colour White

Capacity 245 Litres

Weight 35.5 kg

Overflow Optional

Plug & Waste Suitable with 40mm waste

Tiling Bead Yes

WARRANTY

Warranty - Domestic Use 10 years

Parts & Labour 12 months

Please refer to Warranty Page for full Terms and Conditions

Solus 1500mm Corner Inset Bath
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MODEL: SIZE: QTY: RANGE SANTAI

SANTAI SPA BATH OPTIONS
PUMP UPGRADE Manual Xtra-Heat Boost Pump (RRP $215) PUMP UPGRADE Sensa-Touch Pad Control 3-Stage Heat (RRP $425)
BASE SUPPORT FRAME Factory Fitted Overflow (RRP $325) HEADRESTS White QTY: Black QTY: (RRP $99 each)

SPA PUMP NOTES
- The Spa Pump does not fit directly underneath the baths perimeter - The Spa Pump should be easily accessible for maintenance
- Waste positions can not be changed - The Spa Pump controls will always be at the front, unless indicated below

COMPANY & BRANCH:

ORDER NO:

CUSTOMER SIGNATURE:

CUSTOMER PHONE NO:

CONTACT:

CUSTOMER NAME:

CUSTOMER EMAIL:

PHONE NO:

DATE:

*Whilst every effort is made to adhere to published jet & fittings positions, variation to specifications may occur without notice.

SPA BATH ORDER FORM
Spa baths made to order on receipt of order form. Please allow 15 working days for completion & dispatch. 
We recommend filling out your SPA BATH ORDER FORM with your qualified spa bath installer.

1. SPECIFY THE SPA PUMP POSITION Circle A / B or C on the diagram
300mm of pipework & 2 elbows are supplied to install the pump in the correct orientation. 
If extra pipework is required, how much? mm (max. recommended distance between the spa bath & pump is 1.2m)

2. SPECIFY THE SHOWER HEAD POSITION Place a cross (X) on the diagram to indicate (if applicable)
Spa pump controls CANNOT be on the same end as the shower head.

Please refer to the technical drawings before choosing your spa pump position, as spa bath waste & pump positions CANNOT be customised

FRONT

SOLUS
INSET CORNER BATH/SPA BATH WITH TILE BEAD - Premium Sanitary Grade Acrylic, High Gloss White

The Solus’s spacious, corner design features a more upright bathing position, for added legroom & is large enough for two bathers. The slip 
resistant entry/exit zone makes access easy & safe. Centre waste position.

Dimensions are nominal measurements only.

Published 24/01/2020

To see the complete Posh range go 
to www.reece.com.au/bathrooms


