FASCO MOTORS MAY PROVIDE TECHNICAL ASSISTANCE TO OUR CUSTOMERS IN MANY AREAS. HOWEVER, SINCE FASCO MOTOR IS NOT AWARE OF ALL DATA CONCERNING THE USE AND
APPLICATION OF THIS MOTOR, THE FITNESS OF THE MOTOR FOR THE APPLICATION MUST BE DETERMINED BY AND IS THE RESPONSIBILITY OF THE CUSTOMER.
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MOTOR SPECIFICATION

FINAL INSPECTED MOTORS MUST COMPLY WITH ELECTRIC MOTOR VIBRATION SPECIFICATION (ES049)
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| THIRD ANGLE PROJECTIONI

809455QVB-B13S (335)
QR. No. 8300-1 CUSTOMER NO. 2311629S gﬂrxg I\?\‘IAABREI\II-I h\:\gm
CUSTOMER SOUTHCORP
CONNECTION LABEL
VOLTS 240 Hz| 50 [ph| 1 |Duty S 393-558-02 ~—{47.6)—
MOTOR RPM. 1400 4.6 AMPS (32)
RATING - —AT y {
NOM. OUTPUT 750 WATTS V ——— = ]L
ROTATION | CLOCK WISE AT SHAFT END (REVERSIBLE) " B ; ]
CAPACITOR |START|  =mmmmmmnn uF/V| RUN 20/450 A% el J : ~ 223.4
ENCLOSURE DRIP PROOF ( l\ i =z
| A N o
INSULATION CLASS B d B
MOTOR TYPE CSR F155 ﬂ } — — — :
THERMAL PROTECTION AUTO RESET OVERLOAD il G— GE— S
1 || &= — & 150 FaT |
APPLICATION EVAP.COOLER — — | W] 14.7 \ 89.0
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BEARING D.E. 6204 ZZ LONG LIFE, %")  —  — :V’ 15870 > | g
LUBRICATION = | | | — ¢ 12813 o . 8=
BEARING N.D.E. 6203 ZZ WIDE RANGE \N — — ) : ﬁ‘_\—\'_ | _T (25
LOCKING TAB S 3
SUPPLY LEAD + 2
FLEX 1100+30 GREY 825 16
EARTH PROVISION VIA SUPPLY LEAD L
BASIC BUILD 470-053-07 CTRS ® O
SPECIFICATION PAINT/ GREY -— 17— =
PERFORMANCE COLOUR RAL-7046 T
SPECIFICATION SP94131-01 ( ) EJEF?A?\IL(I;EE \If:E'\IA%) §
CONNECTION RATING 0
@ 3
. R k SPADE TERM. 2
DESIGNED AND MANUFACTURED TO BROWN, BLUE, BLACK. 3
FASC AUSTRALIAN STANDARDS & SPECIFICATIONS — =&  ORANGE, WHITE, GREEN/YELLOW 3
[ 2311629S [ddmmyyxxxx| &
| MODEL | 809455QVB-B13S NP 3
VOLTS 240 R.P.M. 1400 CLASS F155 Hz 50 3 230 10 3
WATTS 750 TYPE CSR MF/V' S NIL Ph 1 :
AMPS 4.6 DUTY S1 UF/V R 20/450 PROT. AUTO
WARNING /2o o aND Ay ResT AR WITHOUT WARNING
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. UNLESS OTHERWISE SPECIFIED : | MOTOR WEIGHT FRAME
SPECIAL REQUIREMENTS: DIMENSIONS ARE IN M. 1 6 . 5 FASC O MOTOR
1)_CRADLE TO BE 2.5 mm THICK MATERIAL TOLERANCES k. pe——
2)_ENSURE RED SLEEVING IS FITTED TO ORANGE LEAD DECIMALS ANGULAR [ e | osiie018 THATLAND R B131:9455V-750-KAD:ILEC
3)_MOTORS TO BE PACKED IN IDIVIDUAL CARTONS WITH RATING LABEL X 1.0 + 30 o 06/11/2018
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