
Suitable for installation to comply to Australian Standard AS 1428.1-2009 Amd. 1 Design for access and mobility

Contemporary style doesn’t have to mean edges and angles, nor does it have to cost the earth. The 
Caroma Cosmo semi recessed vanity basin is surprisingly economical whilst offering elegant curves 
and a very modern aesthetic. Combining distinctive style with an efficient design the semi-recessed 
basin is an intelligent choice. Ideal for narrow counter tops, any bathroom can now have the Cosmo 
touch. The basin is suitable for domestic, commercial and X disabled people applications.* 

Tap Holes: The basin is available in one taphole Code No.864015 and three tapholes Code 
No.864035 options.  

Tapware - other 
than sole 
occupancy unit:

All electronic and basin care mixers referred to in section 19 comply to 
AS1428.1-2009 Amd. 1 installations other than sole occupancy unit when 
matched with this basin.

Tapware - sole 
occupancy unit:

Recommended Basin Care Mixers for compliance to AS1428.1-2009 Amd. 1; 
Nordic, Acqua and Medica Prado.
Electronic Tapware: Cobra, Designo, Designo Solar, Mix Neu and Celis. 
See section 19 for further details.

Waste Outlet: Chrome flush fitting waste and white plug supplied, suitable for a 40mm trap 
connection. Alternative waste options are available — Chrome grate waste and 
white plug Code No.687328C, Vandal Resistant Flush Fitting Plug and Chrome 
Waste Code No.687141, Covered Plug and Waste Code No.687142 and Vandal 
Resistant Covered Chrome Plug and Waste Code No.687143.

Bowl Capacity: 4 litres to overflow. 
Overflow: Overflow available only. Designed for maximum tap flow rate of 15 litres/minute.
Fixing: D.250 Bracket with Tie Hooks – Supplied. Recommended for domestic and 

general commercial use. Two D.250 brackets are fixed to the underside of the 
counter top to secure the tie hooks which anchor the back of the basin to the 
counter. Refer to installation instructions for further details. 

Colours: White only.
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* Reference must be made to the AS 1428.1-2009 Amd 1 
to confirm installation requirements.

All dimensions are in millimetres and are subject to normal 
manufacturing variations. Caroma pursues a policy of 
continuing improvement in design and performance of its 
products. The right is therefore reserved to vary 
specifications without notice.
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305mm min. recommended 
benchtop. Note: Local authorities 
have requirements for minimum 
basin to wall dimensions.

Mixer is shown for photographic purposes only.

Date          June 2011 18.10

Cosmo Vitreous China Semi Recessed Vanity Basin
Basin Size: 495mm x 440mm (nominal)




