
 ҃ The Floormount Outlet requires a male 1/2” BSP fitting to protude 
through the finished floor surface.

 ҃ Prior to fitting the Floormount Outlet, ensure the floor surface is 
completely sealed and watertight.

 ҃ Upon receiving, remove the floor fitting from the Outlet by loosening 
the Set Screw.

 ҃ Fit the Floor Fitting to the 1/2” BSP male thread protruding through the 
finished floor surface.

N ote: Addit ional anchoring points are provided within the f loor f it t ing.
 ҃ Once the floor fitting has been tightened, fit the Cover Flange.
 ҃ Ensure the O-Rings are intact and then gently lower the Outlet over the 
floor fitting.

 ҃ The Outlet is pushed over the fitting passing through the Cover Flange 
until the base of the Outlet rests on the floor fitting.

 ҃ Position the Outlet in the desired direction and then secure by 
tightening the Set Screw.

N ote:  Apply Thread Sealant to set screw before f inal f it of f.
 ҃ Once installed, check function of the Outlet and check for water leaks.

Tapware is to be instal led by a Licensed  
Plumber in accordance with AS/NZS 3500:2003 

Recommended working water pressure 300-500 kpa. 
Maximum water temperature is 65 deg.c .
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INSTALLATION GUIDE
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